
 

 

Dear Crescendo Customer, 

Thank you for choosing the Crescendo ZenTuner!  We are proud to offer you this quality product, and 

believe you will enjoy it for years to come.  We don’t like to read manuals either, but it really does help 

to become familiar with the functionality of the ZenTuner. If you have further questions, you can always 

email us at support@crescendomusicgear.com.   

 CAUTION 
1. The tuner can malfunction under the following 

conditions: 
 Exposure to the sun for a long period of time 
 High temperature or humidity 
 Dirty environment 
 Close to a strong magnetic current 

2. The ZenTuner includes a standard CR2032 (3V) battery.  
Please replace the battery when the display becomes 
dim or the tuner does not seem to be working 
properly.  When the tuner is not in use for a long time, 
remove the battery to avoid any leakage. 

3. Use a clean, soft, dry cloth to clean the product.  Never 
use water or chemicals to clean the tuner. 
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DISPLAY / FUNCTIONS 

Figure 1. 

TUNER OPERATION 

1. Power On/Off 

Press button ① for two seconds to turn the power on/off.  When there is no signal, the tuner will 

quickly turn to power saving mode by dimming the display.  If there has been no signal after 3 

minutes, the tuner will shut off automatically. 

2. A4 Pitch Calibration 

A4 pitch calibration is an advanced function.  The default and recommended setting is 440 Hz.  A4, 

or A440, is a generally accepted tuning standard in most countries.  However, the ZenTuner can 

adjust the A4 frequency anywhere from 430-450 Hz if necessary.  Press button ② (Mode) for 2 

seconds while powered on, and the A4 display (B) will flash.  Press the A4 pitch button ③ to adjust 

the A4 frequency, increasing by one on the display (B) each time you press.  Once the display reads 

450, the next press will display 430 and will increase again by continuing to press the button. 

3. Instrument Mode Setting 

The ZenTuner can support many instruments.  Chromatic mode can be used with any supported 

instrument since it is just a reading of the pitch of the note you are playing.  The difference between 

Chromatic mode and the individual instrument modes is that the individual instrument modes will 

display not only the pitch, but also the string number of the note you are playing.   

 

To change the instrument mode, press and hold button ② (Mode) for 2 seconds while powered on, 

and then keep pressing button ② to cycle through the different instrument modes (A).  The 

different modes are as follows: 

 

 C  - Chromatic Mode 

 G  - Guitar Mode 

 B  - Bass Mode 

 V  - Violin Mode 

 U  - Ukulele Mode 

 



4. Key Setting 

The default key is C and will be used for the majority of your tuning needs.  However, other key 

settings are also supported.  In Chromatic mode, the available key settings are C, F, B♭, and E♭.  In 

Ukulele mode, the available key settings are C and D.  The selected key will display in position D of 

the display. 

5. How To Tune 

The ZenTuner works by picking up the vibration of the instrument.  It must be clipped on to the 

instrument so that it can pick up the vibrations.  Because the vibration tuner is not affected by 

ambient room noise, it is the ideal tuner for use in a noisy environment. 

 

The default settings should work for most applications, but if necessary, make your desired setting 

changes if necessary, and clip the ZenTuner onto your instrument; for instance, the headstock of a 

guitar. 

 

Pluck the string of the instrument, and the note name will appear on the display at position C.  

Adjust the instrument pitch to the desired note name in the display.  Once you have the correct note 

displayed, observe the needle on the display.  It will show in the yellow area if the note is flat, and 

the red area if the note is sharp.  When the note is in tune, the green circle surrounding the note will 

light steadily.  Repeat this action for each string of the instrument. 

 

 

BATTERY INSTALLATION AND REPLACEMENT 

The ZenTuner uses a CR2032 battery (included) for power to the tuner.  When the ZenTuner does not 

work properly and/or the display becomes dim, first try to “reseat” the battery by taking it out and 

reinserting it according to Figure 2.  If the tuner still does not work properly, replace the battery.  Take 

care to insert the battery correctly according to the polarity indicated in Figure 2.  If you will not be using 

the ZenTuner for a long period of time, take the battery out in order to preserve the life of the battery 

and prevent possible leakage. 

Figure 2. 

  



 

 

SPECIFICATIONS 

Display LCD Color 

Power Source CR2032 (3V) button battery 

Auto Shut-Off Unit will enter power-saving mode by 
dimming the display shortly after 
receiving no signal from the instrument.  
The unit will shut off automatically after 3 
minutes of receiving no signal. 

Tuning Modes Chromatic, Guitar, Bass, Violin, Ukulele 

Tuning Range A0 (27.5 Hz) ~ C8 (4186.0 Hz) 

Key Settings C, F, B♭, E♭, and D 

Tuning Accuracy + or - 1 cent 

Calibration Range A4= 430 Hz ~ 450 Hz 

Sound Detection Vibration sensor 

Dimensions 41 mm (W) x 41mm (H) x 13mm (D) 

Weight Approx. 50 g (including battery) 

 

 

INSTRUMENT NOTES TABLE 

 

 
 

Specifications subject to change without prior notice. 
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